


Le  Coclee  sono  impianti  

particolarmente  adatti  al  trattamento  

continuo  e  alla  rinfusa  di  pezzi  di  

piccole -medie  dimensioni  quali  ad  

esempio  viteria,  bulloneria  e  minuterie  

metalliche  in  generale .  

 

Lõavanzamento  del  materiale  viene  

ottenuto  mediante  una  lenta  rotazione  

(variabile  in  velocità)  di  un  cilindro  

allõinterno del  quale  è  riportata  una  

spirale  a  passo  prestabilito .  

 

Durante  il movimento  di  avanzamento,  i 

particolari  subiscono  i cicli  di  

trattamento  e  la  continua  e  lenta  

rotazione  della  spirale  permette  il 

movimento  relativo  dei  pezzi  

consentendo  di  sgrassarli,  detruciolarli  

e  asciugarli .  

 

Le  operazioni  di  carico  possono  

essere  manuali  oppure  automatizzate  

attraverso  dispositivi  di  carico  

automatico . 

Drum  washing  plants  are  particularly  

suitable  for  the  continuous  and  random  

treatment  of  small  and  medium -sized  

pieces,  such  as  screws,  bolts  and  small  

metal  pieces  in  general .  

 

 

The  material  is  moved  forward  by  the  

slow  rotation  (at  variable  speed)  of  a  

cylinder,  which  contains  a  spiral  at  

preset  pace .  

 

 

During  the  advancement  motion,  parts  

undergo  cycles  of  treatment , spiral  

continuous  and  slow  rotation  allows  the  

movement  of  the  pieces  and  the  

consequent  removal  of  grease  or  swarf  

and  to  drying  them  perfectly .  

 

 

The  loading  operations  can  be  either  

manual  or  automated  through  

automatic  loading  devices . 



Per  poter  ottimizzare  cicli  di  trattamento  

vengono  previsti,  a  richiesta,  alcuni  

optional . 

In  order  to  optimize  the  treatment  

cycles,  are  available,  on  request,  

several  optional . 
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Diameter 320 350 400 500 320 400 480 640 800 960

Production w eight 100 150 320 600 110 320 600 800 1200 2000 kg/h

volume 90 110 130 180 90 130 180 250 400 700 dm^3/h

Overall dimensions length 1500 1600 1900 1900 2400 3200 4700 5500 6000 6500 mm

depth 850 850 970 970 850 1080 1450 1700 1800 2000 mm

height 1200 1300 1480 1480 1200 1450 1900 1900 1900 2000 mm

Capacity of vat 160 200 320 320 160 320 1300 1300 1300 1500 liters

160 320 1000 1000 1000 1200 liters

Material of construction Fe X X X X X X X X X X

inox aisi 304 X X X X X X X X X X

inox aisi 316 X X X X X X X X X X

inox aisi 316L X X X X X X X X X X

STANDARD MODELS

Standard treatments Washings Treatments Pickling Removals

Iron degreasing Iron burnishing Iron pickling Drying

Stainless steel degreasing Zinc burnishing Stainless steel pickling Drains

Aluminium degreasing Zinc Phosphating Aluminum pickling Blow holes

Copper degreasing Manganese Phosphating Pickling Brass

Brass degreasing Iron phosphating Pickling Copper

Phospho degreasing Phosphating aluminum

Paint stripping Chromate treatment Protections

STD. TREATMENTS


